Republic of the Philippines

BULACAN AGRICULTURAL STATE COLLEGE

Document No.: BASC-PRO-QSF-02

Rev. No.: 00

REQUEST FOR QUOTATION

Effectivity Date: 06/03/2019

Project Reference Number:
Name of the Project:
Location of the Project:

Company Name

Date:
Quotation No.

Address

Please quote your lowest price on the item/s listed below, subject to the General Conditions on the
last page, stating the shortest time of delivery and sumbit your quotation duly signed by your representative not later than

NOTE:

in the return envelope attached herewith.

1. THE APPROVED BUDGET FOR THE CONTRACT IS

2. ALL ENTRIES MUST BE TYPEWRITTEN.

3. DELIVERY PERIOD WITHIN CALENDAR DAYS.

4. WARRANTY SHALL BE FOR A PERIOD OF three (3) MONTHS FOR NON-EXPENDABLE
SUPPLIES ONE (1) YEAR NON-EXPENDABLE SUPPLIES FROM DATE ACCEPTANCE
BY THE PROCURRING ENTITY.

5. PRICE VALIDITY SHALL BE FOR A PERIOD OF

MANDY D. BERNARDO

Procurement Officer

CALENDAR DAYS.

6. PHILGEPS REGISTRATION CERTIFICATE SHALL BE ATTACHED UPON SUBMISSION OF
THE QUOTATION.
7. BIDDERS SHALL SUBMIT ORIGINAL BROCHURES SHOWING CERTIFICATION OF
THE PRODUCT BEING OFFERED.

ITEM No.

Unit

ITEM & DESCRIPTION

QTY UNIT PRICE TOTAL

1

pc

Biological Trinocular Microscope w/ LCD

8

|Microscopa

Optical System:

Achromatic Optical System

Head:

Trinocular, Inclined at 360°, Interpapillary 48-75mm, 360° Rotatable

Eyepiece:

WF10x/20mm, Dia.30mm, High Eyepoint, Mechanical Tube 160mm

Nosepiece

Backward Quadruple Nosepiece, hread standard 20.32 mmx 8.71 mm

Objective

High Contrast Chromatic-free 4X,10X,40X, 100X, Anti-fungus pre-treated

Condenser

Abbe C: NA1.25, with Iris Diaphragm, Center Adjustable

Focusing

Coaxial Coarse and Fine Adjustment, Fine Division 0.002mm, Coarse

Stroke 37.7mm/Rotation, Moving Range 24mm, With Safety Stop Screw,

Tension Adj

Working Stage

Mechanical Stage 142x132mm, Graphite Surface, Moving Range

75mmx50mm

Light Source

External lllumination/Built-in lllumintation, 3W/LED / Halogen Lamp,

Adjustable, With Blue Filter

Tablet Digital Camera (compatible with the Microscope)

1/2.3" CMOS Sensor

16M - 20M CMOS

7"- 12" LCD, IPS Screen

Inter J4105

Windows 10 64bit

2.4g/5G Wifi, 802.11a/bigin/ac

Bluetooth 4.2-5.3

1x USB 3.0, 2x HDMI, 1x, WIF] Adapter, 1x Ethemet, 1x Type C

Photo: 16M - 20M

Video: 1080p Full HD

Adij Options: Brig Contrast, ion, White Balance,

Exposure, Flicker, Suppression, Sh Gamma, CB/Cr Gain

Ul Interface: Mouse Control, Touch Screen

pc

Astr ical Telescope

View Finder:

Red dot

Tripod:

Stainless, adjustable tripod

g0

Yep

6.3mm, 9mm, 26mm

Bariow Lens

2x barlow

Aperture Diameter

80mm

Focal length

900mm

Focal Ratio

113




Republic of the Philippines Document No.: BASC-PRO-QSF-02

BULACAN AGRICULTURAL STATE COLLEGE Rev. No.: 00

REQUEST FOR QUOTATION Effectivity Date: 06/03/2019
ITEM No. Unit ITEM & DESCRIPTION QTY UNIT PRICE TOTAL
Inclusii to all equip

Delivery, Installation / Assembly

Training how fo use and maintain the equipment

Training Certificate to end users

Item No. Item No.
Brand and Mod¢
Delivery Period:
Warranty:
Price Validity:
After having carefully read and accepted your General Conditions, I/We quote on the item at prices noted above.

Printed Name / Signature

Tel. No. / Cellphone No.
e-mail address

Date



